ARCHITECTS®

& ENGINEERS'

SPECIFICATIONS 1206

The lurrinaire shall be a 1000 watl fofow spatight dedgned to
accept only & FEL quartz lamg. The gate asssmbly shall have a heavy
duty nichrome irs with stambess steef trim shutters controfied by top
mounted external controls. The luminaire shall inclede an automatic
solf-cancelling colgr Boomerang that Teatures sef captive match
plates for each frame. Individual or removable frames shall not be
arceptable. The boomerang shall ake include a dowser. The luminaine
shall inclege an extemally controlled spread lens, This lens shall effi-
ciently spread the Bght in a horizontal position for stage flood Bght-
ing. The lamp holder shall be mounted on an adjustable biacket to
allov adjustment of the field. The optical train shall contain only epti-
cal grade lenses. Gieen or plastic lenses shall not be acceptable.
Felamping shall be accompisied by releasing the 104 tum fasteners
opening the lop door A& rocdoer switch and live cord terminated in a
MEMA 5 -15F (15 ampeie paraflel blage U-ground malke] on-

nectors shall be provided, The quiet moling fans shal maintain a
low operating tempersture and a lamp socket temperature wall
below the established standards, The floor stand shal be of the
three-legged castered telescoping type The yole shafl allow for a
dowrward tilt of 60 degrees below, the horizontal and 55 degress
above the horizontal, Current draw 2t 120 VAT shali not exceed ten
amperes, Housing shall be of extruded aluminum and cold rofled
sheet steel finished in 2 powder coated baked epowy finish. Housing
dimensions shall not exoeed 327 (L) 137 H) 157 0} including ali
controls, Wet weight shall nat exceed 49 s for the spotiight and
2% Ibs for the floor stand. Photometiic data shall conform to the
table provided. The kminaie shall be & Lycian Stage Lightiug
Midget Model 1206, The lumin aire shall be UL Bsted and fabaled for
use with 1000 watt FEL quartz lamj.

FHOTOMETRICS

Thirow 40ft. B0ft.
Footcandles 250 111
Diamater {in.) 12

Footcandles

Diameter (1) E 5 E.?E
Large Spot (Spread Lens)

Footcandles 118 52
Max. width of beam {fL) 6.5 9.75
mMax. height of heam (fL) 13.0 19.5

20, 100fL 120ft
'52.5 40 2?
625

12.0 15.25 15‘.5
28 17 12
13.0 15.0 19.5
£26.0 32.5 39.0

ORDERING CODE

1206

#1206 - Adidget
#1206/D - AMigget with Dimmer
#1206/HY - Midget with Hanging Yoke

P1206/240 - Midget 2490 valt
P1206/HY /D - AMidget wiHanging Yoko/Dimmer
P1206/HY /240 - AMidget with Hanging Yoko 240 volt
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Al specilicoiiors subjectio change. D904 Lmian Sage Lighling

A, Head length including rear follow handie - 327
B. Head height - 14"
*C. Overall height with base - 54
*D. Height of pivot - 44"
*Additional upward height
adjustment of 13"
B Width of base - 26-1/4"
B Maximum width of head - 13-12"
c ¥ Head weight - 40 |bs.
® Base weight - 21 lbs.

LYCIAN

STAGE LIGHTING

PO Bax 0, Eingd Highwiny = Sugar Lead, WY 14068600 %
Phone: [BaS) 469-2285 = Fac: [RA5) 468-5755





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


